
	



	


		EC Grade High Purity Aluminium Wire
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		99.99% high High Purity Aluminium Wire	

	
	


		
			

				
				Rating: Not Rated Yet
				
								
					Ask a question about this product
				


				
			

		

	

	


		
				Description
		Aluminum wire is widely applied to thermal spraying anticorrosion, container, bridge, head frame, storage tank, electric

Available Wire Sizes 
 Available Wire Diameters Recommended Spray Process Electric Arc Wire Combustion Wire 
 1.45 mm (15 ga) 1.62 mm (14 ga) 2 mm (5/64 in) 2.0 mm (0.079 in) 
 2.3 mm (11 ga) 2.5 mm (0.098 in) 3.2 mm (1/8 in) 4.0 mm (0.157 in) 4.8 mm (3/16 in)
 Other products sized and packaged for electric arc wire or combustion wire may be available as a special order.

Typical composition 100%

	
Composition % 

	
铝 Al

	
 锌 Zn

	
 锰 Mn

	
铜 Cu

	
铁 Fe

	
 硅 Si

	
 钛 Ti

	
Total


	
Standard   %

	
≥99.99

	
≤0.003

	
≤0.001

	
≤0.001

	
≤0.002

	
≤0.002

	
≤0.001

	
≤0.01




Physical properties

 

	
Tensile strength Mpa

	
60~90


	
Elongation %

	
≥11 


	
Resistivity

	
≤28.01



	

		
	
	
	
	

